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MICROTEX® NITRILE GLOVE

Knitted Glove : Coated
14-322XXX

Features & Benefit

Industry/Application

Specifications
SHELL
GAUGE
SHEL L COLOR
COATING/PRINT/DOT
COATING AREA
FINISH
CUFF
ABRASION LEVEL

Polyester Yarn
13-Gauge
White

Palm
Overlock
-
Level 4

Nitrile Coate

Standard

Code Size Width Lenght Weight BarcodeCuff/Rim

14-322209
14-322309

M
L

8.5
9.0

23.00
24.50

21.65 g
21.72 g - 26x45x52Green

Packing Carton Size Net Weight
(cm) (cm) (Pcs:g) Color

1 Pack/ 1 Side
12 Pairs/Bag

20 Bag/Carton

(cm) (Carton:kg) Order Unit

12.52 kg Pairs

บริษัท กลัฟเท็กซ์ จํากัด | GLOVETEX CO.,LTD.
11 ม. 5 ซ.คลองมะเด่ือ 17 ถ.เศรษฐกิจ ต.ดอนไก่ดี อ.กระทุ่มแบน จ.สมุทรสาคร 74110 | โทร. 034-878-762-3 แฟกซ์ 034-878-764
11 Moo 5, Soi Klongmadue 17 Setthakij Rd. Donkaidee, Kratumban, Samutsakorn, 74110
Email : sales@glovetex.com www.glovetex.com

Measurement Tolerance +/- 5%OUR JOB IS TO MAKE YOU SAFE

•  Superior Comfort but Durable with 13 Gauge Knitted
•  Knitted form Polyester Yarn
•  Light in Weight, High Dexterity
•  Nitrile Coate
•  EN 388 Abration Level 4

XXXXCX

• Automotive Assembly
• Agriculture
• Construction
• Metal
• Aluminium
• Warehousing & Logistic

• ประกอบช้ินส่วนยานยนต์
• งานเกษตร
• ก่อสร้าง
• เหล็ก
• อลูมิเนียม
• คลังสินค้า และการขนส่ง

Knitted Glove "MICROTEX" Brand. Series Coated,
Nitrile Coated. Slip and Oil Protection

ถุงมือถัก Microtex ผลิตจากเส้นด้าย Polyester เคลือบด้วย
ยางไนไตรปอ้งกันน้ํามันซึมผ่าน กันล่ืนหยิบจับช้ินงานได้ง่าย 

Ordering Details

ถุงมือถักเคลือบยางไนไตร กันล่ืนกันน้ํามัน
ตรา ไมโครเท็กซ์

4122

• การทํางานของเคร่ืองจักร
• ซ่อมบํารุง
• งานสัมผัสน้ํามัน
• งานไฟฟา้
• งาน DIY

• Machine Operation
• Repairs & Maintanance
• Oil Material Handling
• Electric
• DIY


